CAN2Y

PrJSC DNIPROSPETSSTAL, YUZHNOYE SHOSSE 81, 69008 ZAPOROZHYE, UKRAINE

Contract No.: 20002

dﬁ TECHN.PROTOCOL Ne 390-11 SPEC.Ne 0973/P0O50209
— o TN EN 10088-2-05 DIN EN 10272-08 AD2000-Mcorkblatt W2:AD 2000-Mcerkblatt W10 ASTM ATS2/AT82 M- T ASME SA- R .
@- LFLIIN 0088-3-05,DIN EN 10272-08 AD2000-Mcorktiatt W2, A D 2000-Mcrxbiatt WI1G,ASTM AVS2/AT82M .u,nmu’L SA INSPECTION CERTIFICATE EN10204/3.1 Nr. 368184
182/SA-182M-10;ASTM A276-10;ASTM A314-08 ASTM A479/A479M-10;ASME SA-479/SA-479M-10;,ASTM A484/A484M- PLANT ORDER Ne 8014900973
10; AMS-QQ-8-763B-06 Cond. A;AMS 5648K-07;AMS 5653F-07;ASTM A193/A193M-10GR B8M,CLI(EXC PAR 7.2); ASME - )

SA-193/SA-193M-10 GR B8,CL I(EXC PAR 7.3) ;NACE MR 0175-03;NACE MR 0103-10
PRODUCT DESCRIPTION

Ibund Q-3051 1b/1384 kg

Bars and rods of corrosion-resistant (stainless) steel hot rolled, peeled on Landgraf QUANTITYZ Ibund Q-3034 1b/1376 kg
CUSTOMER line.IlpyTkn u3 KOPPOZHOHHOCTONKUX (HEPKABEIOIMX) CTaNEl FOpIUEeKATAHLIE, (number of pcs) Ibund Q-560 1b/254 kg
DSS INTERNATIONAL | o6touennsie ua annnn Janarpad. 1bund Q-498 1b/226 kg
SA Switzerland STEEL MAKING PROCESS: EAF+AOD
QMS Certifiad CnoCOs BLina SUA.OY o LAISD Delivery condition
k/llO\JUD D1 lJlA'}I\ll \JJl\zl\l})kJ,LlVl ‘OBas [iCHb 1 ARD LAIIY VL Y AL L
Round 3.750in/95.25 min 1.=16.033f/4.890 m L=15.5741t/4.750 m L=14.2621/4.350 m solution annealed :1900° F{1040°C)water 30minutes
[.=12.5571t/3.830 m TepMooOHpaboTKaizaKkanka 3 BOaY

Grade: 316/3161./1.4401/1.4404

ANALYSIS, % C Si Mn P S Cr Ni Mo Al Cu vV | W Ti Co | Nb N Sn B
1.20- 015- | 16.50- | 10.00- | 2.00- .
REQUIRED <.030 <1,00 200 <.040 030 | 1500 | -13.00 | 2250 | <10 <40 <10 | <20 | <15 | <40 | <20 | <.10
CAST 021 48 1.33 040 025 i6.92 10.21 2.07 069 27 06 07 (08 iz 01 020 0075 0022
Ne A09656 ’ - ’ i ) ' ' ' ' ' ’ ' ' i ’ '
DIN EN 10002-1,ASTM A370-09
Ilongation Reducti TECHNICAL REQUIREMENTS:
N Yield Tensile on of Impact strength, Macrostructure — GOOD
MECHANICAL Strength, Strength, é"o/z) In2 inches aran Brinell Kv,1 GRAINSIZI : 5 to ASTM [ 112-96(2004)
PROPERTII:JS / = 2 - R V, (Sulnm) or "‘“"':ﬁ H(‘rdness AJAINAALIN DL . I ‘lU Vg VeI WL 7 U IV O Wi S PAVAV,
R“(;I%T{T‘g% N /1:11,12) 4D,min,% Z% HB L 0 Nonmetallic mclusxons ASTM E 45-05 (Method A)
L L A B C D
' 3.0 20 20 1.0 00 00 1.0 1.0
) 295 | 319 568 59 - 58 77 167 220 220 220 i ICC-ASTM A262-08 (practice E)-test: O.K.
EFFECTIVE 293 | 317 566 60 - 58 77 167 221221 221 . Dimension/surface defects es(, anti-mixing test — OK
We acknowledge that the delivered products conform to the requirements
Mechanical properties tested in state of delivery of the order
Ratio of reduction-35.1:1
. Date: 01.04.2021Manager of quality assurance
Us - testing yes Results: ASTM A388/A388M-IFBH1/8”;EN 10308 type la;class 3:0K department - V. Kapaieva Signed:
Zaporozhye

Melted and Produced in Ukraine.
MELTED and MANUFACTURED
fati Craas W e ; PrlSC " Dniprospetsstal”
Radiation free; mercury free. No Weld or Weld repair. Phone tumber 4 3806 12834255
e-mail:info(@dss.com.ua
http:/www.dss-ua.com

SIS



